
 
Technical Data Sheet           

Ecoproteq 340 
Corrosion inhibiting admixture for reinforced concrete 

 

Disclaimer: 

We hope that the information herein will be helpful.  The data is based upon knowledge considered to the accurate and true and is offered for the user consideration, investigation 

and verification in the application intended.  We do not warrant the results or performance attained due to the nature of the influence of other constituent components in the 

application.   

 

Description 
Ecoproteq 340 is a calcium nitrite based concrete 

admixture which acts as a corrosion inhibitor for steel 

reinforced concrete.  

Ecoproteq 340 provides protection to the steel 

reinforcement in concrete by interacting with the 

reinforcement steel at the contact surface with the concrete 

protecting the passivating layer and significantly delaying 

corrosion initiation and slowing down corrosion rate. 

Ecoproteq 340 complies with ASTM C494 Type C. 

Applications 

Ecoproteq 340 recommended for: 

 Marine concrete structures  

 All types of steel reinforced concrete that will be exposed 

to chlorides environments or deicing salts. 

 To provide protection against corrosion in reinforced 

concrete. 

 Precast, pre-stressed, and post-tensioned concrete 

 

Advantages  

 Extends working life of reinforced concrete structures. 

 Improving durability of reinforced concrete structure  

 Corrosion protection of embedded steel and resistance 

to chemical attack;  

 Water based and compatible with all Envirocon 

admixtures  

 

Technical properties 

Color: Brown liquid 

Specific gravity: 
@ 25oC 

1.250.02 

Calcium Nitrite content: 30%   2 
Chloride content: 
BS5075 

Nil 

Freezing point: -10°C  

 

 

 
 

Application 

Ecoproteq 340 can be added directly to concrete at the 

readymix plant at the recommended dosage. If more than 

one type of admixture is to be used in concrete mix, they 

must be dispensed to the concrete separately. 

Accelerating properties of Ecoproteq 340 should be 

considered when scheduling concrete placement 

operations, particularly the mixing time, transportation 

time, compaction and presence of cold joints. 

Trial mixes should be carried out to determine the effect of 

Ecoproteq 340 on setting time.  

To prevent slump loss or finishing problems consult 

Envirocon Technical Department for proper retarding 

admixture. 

 

Dosage  

The recommended dosage of Ecoproteq 340 is 6.0 to 

30.0 liter per cubic meter of concrete, depending on the 

chloride exposure conditions.  

Ecoproteq 340 water content should be included in W/C 

ratio calculation. 

Contact Envirocon technical department for more 

information. 
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Storage 

Ecoproteq 340 shelf life is 12 months if stored at 

temperatures between 5°C and 25°C in original unopened 

containers. 

If these conditions are exceeded, Envirocon technical 

department should be contacted for advice. 

  

Cleaning 

All tools should be cleaned after application using fresh 

water.  

 

Packaging 

Ecoproteq 340 is available in 18L Plastic gallon and 200 

Liters drum. 

 

Cautions 

Health and safety 

Ecoproteq 340 is nontoxic, it should not be swallowed. 

Gloves and eye protection should be worn.  

In case of accidental contact with eyes, immediately flush 

with plenty of water for at least 5 minutes and seek medical 

advice. 

  

Fire 

Ecoproteq 340 is non-flammable. 
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