
 

 Technical Data Sheet           

Corhib H120N2 
Corrosion Inhibitor  

 

Disclaimer: 

We hope that the information herein will be helpful.  The data is based upon knowledge considered to the accurate and true and is offered for the user consideration, investigation 

and verification in the application intended.  We do not warrant the results or performance attained due to the nature of the influence of other constituent components in the 

application.   

 

Description 
Corhib H120N2 Corrosion Inhibitor is an alkyl pyridines 

quaternary ammonium salt as main ingredient, mixed 

with a number of solvents, surfactants, intensify 

ingredients, etc.  

It can effectively protect metal from corrosion in HCl 

system, HCl & HF system, some organic acids system 

(acetic acid, etc.) acidizing & acid cleaning.  

Technical Properties  

The typical properties of Corhib H120N2 corrosion 

inhibitors are listed in below table.  

Appearance:                      Dark brown liquid 

Specific Gravity @ 25°C: 1.10 ± 0.03 

Odor :                                weak odor 

PH Value :                2-4 (1% water solution )  

Solubility:                          15%-28% HCl: Soluble  

                                            Acidizing Liquid: Soluble  

                                            Methanol: Soluble  

                                            Acetone: Soluble  

 

Application 

 
 Provide corrosion protection in HCl system, HCl & HF 

system upto 150℃/ 300F. 
 Provide corrosion protection in some organic acids 

system (acetic acid, etc.) acidizing and acid cleaning. 
 

Advantages and benefits  

 
 Contains no hazards ingredients.  

 Soluble in solvents, HCl and acidizing liquid to be a 

homogenous liquid.  

 Compatible with intensifies such as organic acids, 

metal halides, and antimony compounds for higher 

temperature.  

 

Advantages and benefits  

 
 Recommended concentration range is 1-20 gallon/1000 

gallon (0.1%-2.0%) of total acid blend. 
 

 Concentration is depended on acid type, strength, bottom 
hole temperature, contact time, and additional additives. 

 

Packaging  

 200 KGs per drum or  

 1000 KGs per IBC tote or  

 20000 KGs per ISO tank 
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