
 Technical Data Sheet           

Endfoam DP400  
Monovalent Defoamer  

 

Disclaimer: 

We hope that the information herein will be helpful.  The data is based upon knowledge considered to the accurate and true and is offered for the user consideration, investigation 

and verification in the application intended.  We do not warrant the results or performance attained due to the nature of the influence of other constituent components in the 

application.   

 

Description 
Endfoam DP400 is a Polypropylene anti foaming agent 

soluble in all proportions with any organic solids and 

liquids.  

Endfoam DP400 is a clear, non-corrosive colorless 

hygroscopic liquid with very low toxicity 

Endfoam DP400 possesses excellent lubricity and with low 

vapor pressure. 

Application   

Endfoam DP400 is suitable as an antifoam agent in latex 

formulations, emulsion paints, sugar beet processing, and 

fermentation vats in the manufacture of various products. 

Other applications include its use as a cosmetic ingredient, 

a mould release agent, an intermediate for e.g. resin and as 

plasticiser.  

Endfoam DP400 can also be used as lubricant base, its 

intrinsic lubricity may be further enhanced by the use of 

additives. 

 

Technical Properties  

Property (Unit)  Typical Value  

Flash point (°C)  > 150  

Viscosity @ 25°C (cSt)  1110  

@ 100°C (cSt)  73  

Specific Gravity (g/cm3 @ 25°C)  1.00  

Pour point (°C)  -20  

 

 

 

 

 
 

Storage and Handling  
Endfoam DP400 can be stored in bulk in steel tanks, 

which should be padded with nitrogen or any other inert 

gas to prevent air from entering the tank. If slight iron 

pickup and colour changes cannot be tolerated then the 

storage tanks should be constructed from stainless steel. 

To ease the handling of Endfoam DP400 somewhat, 

higher storage temperatures should be considered to 

keep the viscosity of the Endfoam DP400 within limits 

suitable for the pumping equipment available.  

The maximum storage temperature should not exceed 

40°C to avoid the risk of product degradation.  

Pipelines may also require insulation and/or tracing to 

maintain suitable product temperatures. 

Endfoam DP400 have very low pour points so it become 

very viscous at low temperatures. Consequently it is 

recommend that they be stored in tanks which are well 

insulated and heated. Externally located heating devices 

are preferable to internally sited ones. With external 

heating the risk of accelerating product deterioration is 

greatly reduced. 

Similarly drums should be stored under cover, or 

preferably inside a warehouse, to maintain the 

temperature of the Endfoam DP400 at a level which 

allows for easy discharge. 

The shelf life of properly stored bulk and unopened 

drums is, at least, 24 months. 
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